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LUTLET \Iﬁ DESORIFTICH A FOUNDS GALLOHS
07 ..} Calcined Gypsum____ . _._ 37,40 1150 } N
_0s2 | sttegel 40 2,88 150 i
2477 ! Mica "S" (Sericite) 9,76 300
]
251 Mica PGOF /.88 150 i{
44,2 Taleron CP-44-31 . 4.88 150
216 Hydrated Lime N 0.15 Lo
417 Sodium Citrate (98% -100 mesh) 0.05 - 1,5
332 Potassium Sulfate {98% -100 mesh) 0.16 5.0
453 Preservative .10 3.0
166 Hamaco 277 0.74 23
330 Polyvinyl Aleochol Q.74 23
245 Thickener (Methocel 228) 0.49 15 .
076 Calcined Gypsum 35,77 1160
TOTAL 100,00 3075
MANUFACTURING INSTRUCTIONS:
1. See Process Bulletin No. J-4.
2, A thorcugh clean-out with whiting must be made before and after each
production run.
3. Potassium sulfate may te adjusted between 4 to 10 pounds to adjust set,
4. Mixing time shall be 8 minutes minimum and 12 minutes maximum,
2. Wall Texture or Joint Compounds are to be run immediately after a run
of this product.
6. Special orders of SLOW SET One Day Joint Compound cen be made by reducing
amount of potassium sulfate (Bulletin No. RM-J-332) from 4-~10 1bs. to
1-4 lbs,
KG2000630




QUALITY CONTROL:

Test Method

200 gnm to 120 cc water

TH=3 Bond @ 70°F and 40°F 50% RH
TM~7 Workability
TH=27 Vicat Set Time, hours

a, Fast Set, 300 gm needle
b. Slow Set, 11 gm needle

300 gm needle
At (300 gm - 11 gm)

SPECIFTCATIONS:
Th-1 - Vlscosity, 120 gm cyllnder @ 5 sec,

200 gm to 120 cc water.
TM-27 . - Vicat Set, 300 gm needle. .

a, Fast Set (hrs)
b. Slow Set (hrs)
11 gm needle
300 gm needle
bt (300 gm ~ 11 gm)

™3 .. Tape Bond @ 70 F and 40-70% RH

@ 40 F and 59-90% RH
™M-4 Slope Bond @ 110°F
TM-9 ~ Cup Shrinkage @ 70° E @ tihe set

@ 110°F (gry)

TM-10 Edge Cracking @ 110°F (normal test)
TMulAV Voids |
T-15 Mixing
TM-21 Reaction to Iodine
TM=-26 . Paste Densify {gms/cc)

TM-1 Viscosity, 150 gm eylinder @ 5 see,
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Regquirements

38 - 40
9~ 10

Equal to Standard

13 - 2
2 - 2%
25 - 3

10-30 minutes

38 - 40 mm
1-21%
2 - 2%
Rz - 3

10 - 30 mlnutes
9 - 10
9 - 10

No cheecking or
deep fissures

2% maximam
6% maximum

None
Equal to Standard

Equal to Standard
(no lumps or dry

agglomerates)
Blue
1.40 = 1,50
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